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TRUE DIMENSION  TRUE DIMENSION  
GEAR INSPECTIONGEAR INSPECTION™™

MODEL 8600-Z  MODEL 8600-Z  MEASURES OD 0MM – 300MM 

MODEL 2000-VC  MODEL 2000-VC  MEASURES OD 0MM – 75MM

MODEL 8600-30G  MODEL 8600-30G  MEASURES OD 0MM – 760MM
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• ADJUSTABLE Z AXIS FOR FLEXIBLE PART LOCATION.
• IDEAL FOR INSPECTING ASSEMBLIES AND PARTS WITH 

MULTIPLE GEARS OR SPLINES
• NO PLATENS REQUIRED    • EVEN AND ODD TEETH FLEXIBILITY
• DOUBLE ROLLER BEARING PLATEN LOCATOR FOR RIGIDITY

• +/- .001MM REPEATABILITY    • VERTICAL CENTER PART LOCATOR
• SEALED DIGITAL READOUT SYSTEM WITH INCH/METRIC 

CAPABILITIES
• ABILITY TO INSPECT EVEN AND ODD TOOTH GEARS AND SPLINES
• INTERCHANGEABLE LOWER CENTERS TO ACCOMMODATE FAMILIES 

OF PARTS

• SAME GREAT FEATURES AS ALL STANDARD 8600 MODELS
• FOUR POSITION TAILSTOCKS FOR MULTIPLE GAUGING 

CENTERLINES
• 300LBS PART LOADING CAPACITY
• GRANITE GAUGE BASE

SHOP HARDENED  •  CUSTOM BUILDS & TOOLING AVAILABLE  •  FLEXIBLE DESIGN

ANNOUNCING THE NEWEST PRODUCT DEVELOPMENTS


